Simom860

Linear lighting
system

Simon 860 is a linear lighting system that represents a new way of

understanding office environments. It's a modular solution capable of

creating efficient working environments with good visual comfort and
adapting to people's needs.
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Body material Aluminium
Diffuser material Polycarbonate
Finishes O White 30 @ Black 38

Operating temperature -15°C to 35°C
Power

Opal / Microprismatic 1200mm: 18W | 1600mm: 24W | 2400mm: 36W
Low-UGR 1200mm: 13.5W | 1600mm: 19.5W | 2400mm: 27W

Real light flux*
Opal 1200mm 2175Im | 1600mm: 3115Im | 2400mm: 4590Im
Microprismatic 1200mm: 1930Im | 1600mm: 2775Im | 2400mm: 4090Im
Low-UGR 1200mm: 1980Im |1600mm: 2710Im |2400mm: 4040Im

Lighting efficiency up to 150Im/W

Dimming DALI 2
Optical Optics Opal, Microprismatic, Low-UGR

Colour Temp. 3000K, 4000K

MacAdam ellipses < 3 Step MacAdam

IRC 80

Light flux maintenance L70>60,000h at 25°C

Service life 50,000 h

Glare index** Opal: UGR<21 | Microprismatic UGR<19 | Low-UGR: UGR<16
Operating voltage 220-240V / 50-60Hz

*Actual light flux value calculated based on 4000K colour temperature
**UGR variable based on project

OPAL MICROPRISMATIC LOW-UGR

cd/kim n=100% cd/kim n=100% cd/kim n=100%
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TECHNICAL
CHARACTERISTICS

DISCREET DESIGN

Simon 860 is a linear lighting system with a textured
finish and subtle design that enables the light path
to be integrated into any space, in an easy and
straightforward way.

SYSTEM FOR EXCELLENCE

COMPATIBLE CONTROL

It is designed to comply with the legal regulations, for a more
energetically sustainable future and to care for the well-being
of the people it illuminates.

It achieves higher LEED, WELL V2 and BREEAM

certification scores due to its high performance

It complies with the UNE 12464-6 standard.

MODULAR CONCEPT

Simon 860 has DALI 2.0 dimming,

ensuring compatibility with all - /’
systems that use this protocol. ’ @

GOOD LUMINOUS EFFICIENCY

Construction of customised light sections that, when combined

with corners and structural connectors, allow users to create
light path compositions in their space.

VISUAL COMFORT

Lighting efficiency of the basic
module with Opal diffuser @4000K
of 120 Im/W. However, we attain 150
Im/W in the LOW-UGR modules.

INFRASTRUCTURE ADAPTATION

Luminaire designed for the well-being of the people it
illuminates:
Flicker free.
Diffusers that minimise annoying glare: Low-UGR <16,
Microprismatic UGR<19, Opal UGR <21.

It can be installed four different ways to adapt to the space and
the aesthetics of any decoration style.
. Recessed

Surface-mounted

Suspended with cable

Suspended with rod



EASY TO INSTALL

Simon 860 is a luminaire that is specially designed for
multiple combinations, but it is also user-friendly and
easy to install. It is designed to be installed simply,
ensuring clean lines.

QUICK CONNECTION

TRIM

The modular concept enables fast and intuitive linking of
modules and light path connections.

CONTINUOUS DIFFUSER

Simon 860 has magnetised
cover caps to guarantee a
exceptional and
sophisticated effect.

PERFECT FINISHES

The Simon 860 has a 10m opal
diffuser for long general lighting
runs. The diffuser comes rolled up
for quick installation and a clean,
continuous appearance.

ASSEMBLY AIDS

To facilitate installation, Simon 860 has flexible safety cables for
fastening the light modules to the profiles.

The main advantage of the
illuminated corners is that they
come with the diffuser already
mitred, giving them an elegant
and neat appearance.
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PROFILE STRUCTURE

ART. NO. DESCRIPTION CONTROL DIMENSIONS (mm) INSTALLATION OPTICS (°) g?l\;(;LEJEATURE ® POWER (W)  LUMENS (Im) EFFICIENCY (Im/W)

860210**-109  Linear luminaire 860.21 profile - 1200 Recessed - - - -

860220**-109  Linear luminaire 860.22 profile - 1600 Recessed - - - -

860230**-109  Linear luminaire 860.23 profile - 2400 Recessed - - - -

860410**-109  Linear luminaire 860.41 profile - 1200 Suspended/Surface - - - -

860420**-109  Linear luminaire 860.42 profile - 1600 Suspended/Surface - - - -

860430**-109  Linear luminaire 860.43 profile - 2400 Suspended/Surface - - - -

860443**-309  Corner profile accessory - 360 x 360 Suspended/Surface - - - -

860243**-309  Corner profile accessory - 360 x 360 Recessed - - - -

860044**-209  Blind corner acc. for low UGR - 100 x 100 Suspended/Surface  Blind section - - -

860244**-209  Blind corner acc. for low UGR - 100x 100 Recessed Blind section - - -

LIGHT MODULES

ART. NO. DESCRIPTION CONTROL  DIMENSIONS (mm) INSTALLATION OPTICS (°) $§&‘;E§ATURE () POWER(W)  LUMENS (Im) EFFICIENCY (Im/W)
Linear light module 860 .

86001300383 2003000 K DALI2 1200 - Opal 3000 18 2090 116
Linear light module 860 N

86001300-384 1200 4000 K DALI2 1200 - Opal 4000 18 2175 121
Linear light module 860

86001300-583 Low-UGR 1200 3000 K DALI2 1200 - Low-UGR 3000 135 1830 136
Linear light module 860

86001300-584 Low-UGR 1200 4000 K DALI2 1200 - Low-UGR 4000 13.5 1980 147
Linear light module 860 *

86002300-383 1600 3000 K DALI2 1600 - Opal 3000 24 2785 116
Linear light module 860 N

86002300-384 600 4000 K DALI2 1600 - Opal 4000 24 3115 130
Linear light module 860

86002300-583 Low-UGR 1600 3000 K DALI2 1600 - Low-UGR 3000 19.5 2535 130
Linear light module 860

86002300-584 | 51 c00 4000 K DALI2 1600 - Low-UGR 4000 19.5 2705 139
Linear light module 860 N

86003300-383 2400 3000 K DALI2 2400 - Opal 3000 36 4305 120
Linear light module 860 *

86003300-384 /000« DALI2 2400 - Opal 4000 36 4590 128
Linear light module 860

86003300-583 | ow-UGR 2400 3000 K DALI2 2400 - Low-UGR 3000 27 3665 136
Linear light module 860

86003300-584 Low-UGR 2400 4000 K DALI2 2400 - Low-UGR 4000 27 4040 150

86004300-183  Sormer 10N MOdLIeACCESSONY ) 360,350 opal 3000 105 1145¢ 109

86004300184 _opcr 10N MOdLIEACCSSOY by 360,350 opal 4000 05 12300 117

*Photometry values performed with the opal diffuser. The microprismatic diffuser reaches values which are 11% lower. Opal diffuser not included.
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White Black

DIFFUSERS
ART. NO. DESCRIPTION CONTROL DIMENSIONS (mm) INSTALLATION OPTICS (°) ?E&ggrsmum ® POWER (W)  LUMENS (Im) EFFICIENCY (Im/W)
86099900-510  Corner microprismatic diffuser 360 x 360 - Microprismatic - - -
86099900-612 M icroprismatic diffuser 1200 mm 1200 - Microprismatic -
(5 units)
86099900-616 " oprismatic diffuser 1600 mm 1600 : Microprismatic - : :
(5 units)
86099900-624 1 CIoprismatic diffuser 2400 mm 2400 . Microprismatic - . .
(5 units)
86099900-520  Corner opal diffuser 360 x 360 - Opal - - -
86099900-712  Opal diffuser 1200 mm (5 units) 1200 - Opal - - -
86099900-716  Opal diffuser 1600 mm (5 units) 1600 - Opal - - -
86099900-724  Opal diffuser 2400 mm (5 units) 2400 - Opal - - -
86099900-700  Roll-up Opal diffuser 10 m 10m - Opal - - -
ACCESSORIES INSTALLATION
ART. NO. DESCRIPTION CONTROL  DIMENSIONS (mm) INSTALLATION OPTICS (°) %E&gg&mm () POWER(W)  LUMENS (im) EFFICIENCY (im/W)
86097905-039  Power cable 5P 4 m 4000 - - - -
860969**-039  Canopy accessory - - - -
Linear structural luminaire
86097900-039 connector - - - -
860259**-039  Recessed end cover Recessed - - -
860459**-039  Suspended end cover Suspended - - -
86098700-039  Recess accessory 2 pcs Recessed - - -
86098900-039  Recess accessory 3 pcs - Recessed - - -
860487**-039  Suspension kit 4 m 2 pcs 4000 Suspended - Cable - - -
860489**-039  Suspension kit 4 m 3 pcs 4000 Suspended - Cable -
860987**-039  Rod accessory 1 m 2 pcs 1000 Suspended - rod - - -
860999**-039  Rod accessory 1 m 3 pcs 1000 Suspended - rod - - -
860988**-039  Rod extension 0.5m 500 Suspended - rod - - -
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