
2-way switch 16AX 250V~ with fast terminal
connection system ivory Simon 27 Play
REF  27211-62

BASIC INFORMATION

COMPATIBILITY

Simon 27 Play, Simon 27 Neos, Simon 27 Scudo, Simon 27, Simon 27 Centralisations
and Simon 44 Aqua frames

REMARKS

Possibility of substituting the finish of the rocker supplied with a different one. 7
additional finishes available.

FINISH

Ivory



PACKAGING CONTENTS

Mechanism with rocker

TECHNICAL INFORMATION

MARKET AVAILABLE

CE

CABLE SECTION ADMITTED (MM)

From 1,5 to 2,5 mm

INTENSITY (A)

16 AX

IP RATING

IP21

NUMBER OF POSSIBLE ELEMENTS

1 element

OPERATING TEMPERATURE RANGE (ºC)

5 - 40 ºC

STORAGE TEMPERATURE RANGE (ºC)

-25 - 50 ºC

TYPE OF MECHANISM

Pivoting

VERSION

Single

VOLTAGE (V~)

250 V~



INSTALLATION AND MAINTENANCE

CABLE STRIPPING NECESSARY (MM)

11

INSTALLABLE IN FLUSH MOUNT JUNCTION BOX

Universal, American and Centralisations

INSTALLATION TYPE

Suitable for surface and flush mounting

TYPE OF TERMINAL CONNECTION

Fast

MAINTENANCE

Clean with a soft, dry cloth. Do not use abrasive cloths or cleaning products that
contain chlorine.

REGULATION

REGULATIONS

EN 60669-1:1999+A1:2002+A2:2008 + EN 50581:2065

LOGISTICS INFORMATION

PRODUCT HEIGHT

0MMT



PRODUCT WIDTH

0MMT

PRODUCT LENGTH

0MMT

PRODUCT VOLUME

1201200MMQ

PRODUCT NET WEIGHT

0.043KGM

PRODUCT GROSS WEIGHT

0.043KGM

PRODUCT EAN

8421053251867

PACKAGING QUANTITY

10

PACKAGING HEIGHT

52MMT

PACKAGING WIDTH

105MMT

PACKAGING LENGTH

220MMT

PACKAGING VOLUME

1201200MMQ

PACKAGING NET WEIGHT

0.43KGM

PACKAGING GROSS WEIGHT

0.43KGM



PACKAGING EAN

8421053035665


